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(¢] DENOTES SET 1/2" X 18" REBAR
WTH PLASTIC CAP "PLS 25105"
(¢] DENOTES SET POL (POINT ON LINE)

DENOTES BOUNDARY LINE
— —— — DENOTES LOT LINE

Call 48 Hours before digging
GOPHER STATE ONE CALL

Twin Cities Area 651—454—-0002
MN. Toll Free 1—800—252—-1166

LEGAL DESCRIPTION

FOR PID NO. 27-32-22-22-0011 (1475 LAKE DRIVE
NE, COLUMBUS, MN 55025)

The South 165 feet of the Northwest Quarter of the
Northwest Quarter of Section 27, Township 32, Range
22, Anoka County, Minnesota.

OFFICE: (763) 545-2800 FAX: (763) 545-2801 Veod Sivva ex
EMAIL: info@edsmn.com WEBSITE: http://edsmn.com

A DS 6480 Wayzata Blvd. Minneapolis, MN 55426 THAT | AM A DULY LICENSED SURVEYOR UNDER THE LAWS OF THE STATE OF MINNESOTA. FENCE CONSTRUCT'ON
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- gg:gg mg(ﬁungFACE purposes in and to the following described land: |
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|2 Fy UINPLA T RY . “Q,_ DENOTES ELECTRIC POWER POLE b e sou et fhereot |
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‘) L | ——=— DENOTES WOODEN FENCE Quarter of the Northeast Quarter of Section 28,
> 5 Township 32, Range 22, Anoka County, Minnesota, |
— g | lying Southeasterly of the Easterly line of ANOKA
< u COUNTY HIGHWAY RIGHT-OF-WAY PLAT NO. 17, |
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N e T AND
w
B oS Su ~] T T TEXISTNG | That part of the Southeast Quarter of the Northeast I
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8 N e EXISTING Lasaess 4 oreoes . known as County State Aid Highway No. 23) and l
> r\ 6o BUILDING | | AN Existing | Parcel 126 of ANOKA COUNTY HIGHWAY
. WEQ 1 | | PID: 27-32-22-22-0010 WOODEN RIGHT-OF-WAY PLAT NO. 17, Anoka County, |
S kg I : CHRISTOPHER JRITER ~————"— | Minnesota.
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NN ~~~___| 197 pre=9ygm G/ DAM. 31 YIN/FY. 123 1y
‘E; - CHIMNEY — =~ ~=~=" B’/ FFE GAR=911.21 IS §EL)5I,F7E @2 ZJ : (=]
= / "7/ 1 [}
N ‘;Q\"%q"ga‘b/&/g\’/ :
:. ,'_ |' LR / — 1%
N P '-'——"_+ E
- T N89°17'06"E 1313.79
/ N89°58'57"E 228.25 w X == |
2 - PR ot v
/ (_ — SOUTHLINE OF THE SE % | E = B UNPLATTED 3 N Existing PID: 27-32-22-23-0005 |
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| 1. THE BASIS OF THE BEARING SYSTEM IS ASSUMED.
2. CONTRACTOR MUST VERIFY PROPOSED ELEVATIONS.
1. MNDOT GEODETIC MONUMENT "MARTIN" EXISUNCIBUIEDINGS Bi1eoE S s 3.NO SPECIFIC SOIL INVESTIGATION HAS BEEN COMPLETED
ELEVATION = 889.92 FEET (NAVD 88) EXISTING CONCRETE 818 S.F. ON THIS LOT BY THE SURVEYOR
IOTALIMEERVIOUSARES O0SESTh (IoTEI0s) 4.NO TITLE INFORMATION WAS PROVIDED FOR THIS SURVEY
<‘ 2. MNDOT GEODETIC MONUMENT "OTTER RM 1" TOTAL BOUNDARY AREA 265,021+ S.F. (6.08+ ACRES) TS lIRVE DoE SO T RS ORI O O Al :
ELEVATION = 929.83 FEET (NAVD 88) EXISTING HARDCOVER 15% EASEMENTS OF RECORD.
5. EXISTING UTILITIES AND SERVICES SHOWN HEREON
| OWNER LOCATED EITHER PHYSICALLY ON THE GROUND
| DURING THE SURVEY OR FROM EXISTING RECORDS MADE
1. ANOKA COUNTY HIGHWAY RIGHT OF WAY MONUMENT AT THE O s, | DUSTRIAL AVAILABLE TO US OR BY RESIDENT TESTIMONY. OTHER
d East Quarter of Section 28, MOST NORHTERLY CORNER OF PID: 28-32-22-11-0017. FRONT YARD = 75 FT. (RIGHT OF WAY) UTILITIES AND SERVICES MAY BE PRESENT. VERIFICATION
Township 32, Range 22, Ancka ELEVATION =909.64 FEET (NAVD 88) SIDE YARD = 10 FT. AND LOCATION OF UTILITIES AND SERVICES SHOULD BE
County, Minnesota (Cast Iran REAR YARD =35 FT. OBTAIN FROM THE OWNERS OF RESPECTIVE UTILITIES BY
Monument) PARKING LOT =5FT CONTACTING GOPHER STATE ONE CALL AT (651) 454-0002
PRIOR TO ANY DESIGN, PLANNING OR EXCAVATION. No. | DaTE DESCRIPTION By
JOB NAME: —A ESTATES LLC
ENGINEERING DESIGN & SURVEYING | HEREBY CERTIFY THAT THIS PLAN WAS PREPARED BY ME OR UNDER MY DIRECT SUPERVISION, AND DiY DRAWN BY: IS PROJ. NO. 21—212
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Praject

Typa:

Mirada Small Area (MRS)

Outdoor LED Area Light

Y% & = © & 1pos K08

HTHE LAA

CVERVIEW

Liinan Pachadgea E.000 = 34000

Wattage Range 41= 196

Efficacy Range (L) N2 - 156

GUICK LINKS

Frafure Waight Es (kg)

20 (90

FEATURES & SPECIFICATIONS

Crdering Guide Performance

Photometrics Dimensions

Construction

* Rugged die-cast alumirum bousing
cantains factory prewired driver and optical
urit. Cast aluminurm wiring access door
ocated underneath.

* Fintures are finished with LSI's DuraGrip
polyester powder coat finishing process
Ther DuraGrip finish withstands extrema
weather changes without cracking or
peeling. Other standard LS| Finishes
available, Consult factory

= Shipping wesght: 27 1bs in carton.

Optical System

+ Stata-of-the-Art one psace silicons optic
shaat delivars industry leading optical
contred with an integratad gaskat to provide
IPGE rated san

+ Proprigtary silicons refractor optics provicle
axceptional covarage ard uniformity in
distnution types 2, 5, 5W, and FT

+ Standard Uiniversal Voltage (120-277 VAC)

Input 50460 Hz or optional High Voltage
{347-480 VAL,

« L70 Caloulated Lifa: >60k Hours
+ Total harmonic distortion: <20%
« Operating temperatura; -A0°C to +80°C

{-40°F to +122°F).

* Powar factor =90
+ Input powsr stays constant over lifa,
+ Field replaceabda Wk surge protaction

device magts a minimum Category C Low
oparation (per ANSIFIEEE C82.41.2%

* High-afficacy LEDs mountad to matal-corg

circuit board o maximize heat dissipation

+ Drivar is fully encasad in potting mataenal

for moistura resistance and complias with
FCC standards, Driver and key electronic
companants can easily be accessaed

Controls
= Optional integral passive infrared

Warranty

« L5l uminaires carry a Syaar mited
warranty, Refes o Qiit e 0

mcre information
Listings

+ Listed o LIL 1593 and LIL 3750

= Maats Buy Amarcan Act requisements

= DA compliant; with 3000K color
temparature selecton

* Title 24 Complant: se local ordinance for
qualification infarmateon

= Suitable for wet locations

+ IPGE rated Luminaire per IEC 805931

* 3G rated for AME] C136.31 hegh vibration
applications are qualified

= K08 rated luminlare per IEC 66262 ma
chanical impact code

= Designlights Consortium® Listings in

+ Silicona optical matarial doas not yallow or Bluatcoth™ mation and photocedl sencor Drogeess
crack with age and providss a typical light Fixtures operate indepandantly and can
transmittanca of 93% be commissioned via (05 or Android
+ Fern uplight configuraticn agpp.
+ Awailable in SO00K, 4000K, and 30008 » LEI's AjrLink™ wiralass control system
color temperaturas per ANS|I CFLETT opticns reduce energy and maintenance
+ Menamum CRI of 70 costs while optimizing light quality 24/7.
+ Integral louver (1L} and house-sida sheald installatisn
{IH} eptions availabla for improved + Designed to mount to square or round
nacklight contral without sacrficing street T
sde parformance, Sae paga 3 for mora + & single fastaner sacwras the hingad door,
detals wndernaath the housing and providaes
Electrical quick & aasy access to the electrical
; compartrment
* High-parformanca driver featuras over- * Included tarminal block accepts up to 12 ga
voltaga, undar-voltage, short-circuit and wira ’
ovEr lamparatarg protaction « Ltilizas LSI's traditionad B2 drill pattern
# Q=108 dimming {109 - 100%:) standard
J75; LSl industries Inc. 1
_'l &= 5 EC1
Gatalog & Praject
@ Frapared By Type:

Mirada Small Wall Sconce (XWS)

Outdoor LED Wall Light

0% E =D ® P65 IKI0

QUICK LINKS

OVERVIEW
L Ol il Range 2000 - B D00
Wattags Range 15 - 52
Efficacy Range (LPW) G- 151
Luminaire 'Wesght lbs (kg) 8 (5.6

FEATURES & SPECIFICATIONS

Drdering Guide Performance

Phatometrics Dimensions

Construction
* Rugged die-cast aluminum housing,

+ Fixtures are finished with LSI's DuraGrip
polyester powder coat finishing process
Tha DuraGrip finish withstands extremas
weather changes without cracking or
peling. Other standard LS finishes
available. Consult factory

= Extended housing availabde with 1/2°
threaded hubs fer surface conduit and
rabed wire

¢ Standard luminaise shipping weight: 10 Ibs
n carton

* Max lurninaire shipping wesgant (with Dack
nowsing ) 20 1bs in carton

Optical System

« Cnoice of acrylic lens o high iImgact
rasistant polycarkonata kns

= The lend is fully gasketed with a ane-pisca
solid silicone gasket to keep out moisture
and dust, providing an IPES rating for the
wiminaine

+ Raflector system with recassed light angina
ragdheces glare and brightness

= Farward Throw Wide and Medium
distributions available.

+ Optional diffusad lens for reduced LED
pixilation owar the lans and maximum visua
cormfort

» Fero updight.

« Avaslable in SO0DOK, 4000K, TS0, SO00K
and 700K color tamperaturas per AMWSI
CIRATY

= Minimurm CRI of 80

Electrical

= High-performance driver features over-
wolTage wndles-woltage, short-Circuit and
over temperature protection.

& O-10% dimming {10% - 100%) standard.

= Standard Lniversal Voltage (120-277 vaC)
Input 560 Hz or optional High Violtage
{3AT-480 WAL,

* L70 Calculated Life: =60& Hours

= Tatal harmonic distertion: <20%

= QOperating temperature: -40°C to +50°C
{-40°F to +122°F).

* Power factor: >80
= Input power stays constant over life,

= Optional 10kY surge protection davice
meets a minimwm Category © Low
aperation (per AMSI/IEEE CE2.41.2)

= High-efficacy LEDs mounted to metal-core
circuit board to maximize heat dissipation

= Driver is fully encazed in potting matenal
tor rnoisture resistance. Driver complses
with FOC standards. Accessible driver and
elactrical components.

= Optional Cuwal Drivers/Circuit/Power Feaeds

« Optional attery Dackun provides B0-rmin-
utes of constant power to tha LED system,
ensurng code compliance. A test switc hy'
indicanos BUTton is installed on the housing
tor ease of maintenance, Standard battery
rated for Q7 [o S0 with cold waather bat-
tery ratad For 2070 to S0O°, 120-277 Qnly,

Controls

= Dptlional integral passive infraresd
Bluatoath™ mation and photooell sensor,
Fixtures oparate indepandantly and can
e commissioned via 05 or Android
configuration app.

* LSI's swrLink™ wiraless control system
options reduca anergy and maintenance
cosks while optimizing light quality 24,7,

Imstallation

+ Univarsal wall mounting plate mounts
directly to vertical surface or 4° uncticn
box (oct@gonal oF square)

* Luminaire hinges to the top of the
maunting plate and is securad via bwo
Plush mownt screws that heldp to conceal
the hasdwara and prevenl over Bahlening
during installation.

Warranty

» LS| urminaires carry 8 S-yaar imited
warranty. Reles to fill e I

fiar

more infarmation

Listings

» Listed te LIL 1598 and LIL 8750
+ Maats Buy Amarcan Act Faguiraments

10 earmipliant; with 200K or Z000K calor
lemparature selection

¢ Title 24 Compliant; sea local ordinance for
qualification information

* Suitable for wet locations.
¢ IFeE ratad luminaira per IEC 80598-1

= KK} rated lumaniare per IEC GB262
mechanical impact code with clear
polycarbonate kansg (MTP).

+ Designlights Consortum® (OLC qualified
product, Kot all varsions of this product
arg BLE qualified, Plaase chack the QLG
Gualifiad Prochects List at www.dasignlights
org/QPL to confirm which varsions ara
qualifiec

F75, L58 Industries Inc. 1 ;

Certification:

I HEREBY CERTIFY THAT THIS PLAN, SPECIFICATION OR
REPORT WAS PREPARED BY ME OR UNDER MY DIRECT

SUPERVISION AND THAT | AM A DULY REGISTERED

ENGINEER UNDER THE LAWS OF THE STATE OF

MINNESOTA.

ead o trar PE

TYPED OR PRINTED NAME:  Richard A. Lindell P.E.

DATE 30 AUG 2023 REG. NO._7820

Issue / Revision

Date Issue / Revision

Date
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WITH COVER

T

2!_6"

~——GROUND LUG WITH #6 CU
TO REBAR IN FOOTING

'_'l

(3) #3 WITHIN TOP 5" OF PIER
|+ MOUNTING BOLTS

A\,\
1

FINISH

GRADE

‘ 4.

8'-20' POLE 48"

21'-30' POLE 60" |
31'-40" POLE 72"

“7 A

< LPvc W/2#10 PLUS GROUND

e BSE 4,500 PSI TYPE V CEMENT
— #3TIES @ 12" O.C.
T~ |4 (6) #4 VERTICAL ASTM
s A615, GRADE 60

/"2 Light Pol

-—(6) #4 VERTICAL ASTM
A615, GRADE 60

e Detail Above Grade

\E101/ NO SCA

Consultant

LINDELL ENGINEERING, INC,

MECHANICAL - ELECTRICAL CONSULTANTS
3411 KILMER LANE NORTH
PLYMOUTH, MN 55441
(763)542-9163, info @lindelleng.com
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NOTICE: Project:

The designs shown and described herein including
all technical drawings, details, development,
graphics and models, thereof, are the exclusive
property of Lindell Engineering Inc., LLC and can
not be copied, duplicated, or reproduced, in whole
or in part, nor can any derivative work be made
unless expressly authorized by Lindell Engineering
Inc., LLC

14755 LAKE DRIVE NE
COLUMBUS, MN 55025

Copyright 2023 Lindell Engineering Inc., LLC

PROJECT

KIAUTO BODY AND SALES
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NORTH
TYPE DESCRIPTION FINISH DIMMING | VOLTAGE LAMP CRI INPUT MANUFACTURES COUNT
XA LED FULL CUTOFF AREA LIGHT, SINGLE HEAD, ARM MOUNT, ALUMINUM | BRONZE 0-10V 120277 |LED 4000K 70 135W LS| (MIRADA SMALL) 4
HOUSING, 20' STEEL POLE, TYPE Ill DISTRIBUTION, HAND HOLE, INTEGRAL 18000 MRS LED 18L SIL 3 UNV DIM 40 BRZ IL
LOUVER BACKLIGHT CONTROL LUMENS OR EQUAL
XB LED FULL CUTOFF AREA LIGHT, DOUBLE HEAD, ARM MOUNT, ALUMINUM | BRONZE 0-10v 120277 |LED 4000K 70 135W LSl (MIRADA SMALL) 1
HOUSING, 20' STEEL POLE, TYPE IV DISTRIBUTION, HAND HOLE 18000 MRS LED 18L SIL FT UNV DIM 40 BRZ
LUMENS OR EQUAL
XW LED FULL CUTOFF WALL PACK; DIE CAST ALUMINUM HOUSING, ACRYLIC | SELECTED 0-10v 120277 |LED 4000K 80 15W  |LSI (MIRADA SMALL WALL SCONCE) 13
LENS, FINISH TO BE SELECTED BY ARCHITECT, INTEGRAL PHOTOCELL, ~ |BY 2000 XWS LED 2L FTW UNV DIM 40 80CRI
TYPE IV DISTRIBUTION ARCHITECT/ LUMENS OR EQUAL
OWNER
8 9 10 11 12
Drawing Title: Job: 23191
Drawn By: EP
LIGHTING PHOTOMETRICS Cheded B AL
KOZHOKAR DEALERSHIP BUILDING 2 oD 602023 100602 AW
Drawing No.

E101
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