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EROSION CONTROL NOTES: 1. ALL EROSION CONTROL FACILITIES SHALL BE INSTALLED PRIOR TO ANY SITE GRADING OPERATIONS.  THE CITY ENGINEERING DEPARTMENT AND RICE CREEK ALL EROSION CONTROL FACILITIES SHALL BE INSTALLED PRIOR TO ANY SITE GRADING OPERATIONS.  THE CITY ENGINEERING DEPARTMENT AND RICE CREEK WATERSHED DISTRICT MUST BE NOTIFIED UPON COMPLETION OF THE INSTALLATION OF THE REQUIRED EROSION CONTROL FACILITIES AND PRIOR TO ANY GRADING OPERATION BEING COMMENCED.  THE CONTRACTOR IS RESPONSIBLE FOR SCHEDULING A PRE-CONSTRUCTION GRADING MEETING ON-SITE WITH THE CITY AND RICE CREEK WATERSHED DISTRICT.  IF DAMAGED OR REMOVED DURING CONSTRUCTION, ALL EROSION CONTROL FACILITIES SHALL BE RESTORED AND IN PLACE AT THE END OF EACH DAY. 2. ANY EROSION CONTROL FACILITIES DEEMED NECESSARY BY THE CITY OR RICE CREEK WATERSHED DISTRICT, BEFORE, DURING, OR AFTER THE GRADING ANY EROSION CONTROL FACILITIES DEEMED NECESSARY BY THE CITY OR RICE CREEK WATERSHED DISTRICT, BEFORE, DURING, OR AFTER THE GRADING ACTIVITIES, SHALL BE INSTALLED AT THEIR REQUEST. 3. NO DEVIATIONS SHALL BE MADE FROM THE ELEVATIONS SHOWN ON THE APPROVED GRADING PLAN WITHOUT PRIOR APPROVAL FROM THE CIVIL ENGINEER. NO DEVIATIONS SHALL BE MADE FROM THE ELEVATIONS SHOWN ON THE APPROVED GRADING PLAN WITHOUT PRIOR APPROVAL FROM THE CIVIL ENGINEER. 4. FOR SITES GREATER THAN 1.0 ACRE, AS REQUIRED BY THE MPCA PERMIT REQUIREMENTS, THE PERMIT APPLICANT MUST KEEP AN EROSION CONTROL FOR SITES GREATER THAN 1.0 ACRE, AS REQUIRED BY THE MPCA PERMIT REQUIREMENTS, THE PERMIT APPLICANT MUST KEEP AN EROSION CONTROL INSPECTION LOG.  INSPECTION MUST BE MADE ONCE EVERY SEVEN DAYS AND WITHIN 24 HOURS AFTER EVERY RAIN EVENT.  THE INSPECTION RECORD MUST BE MADE AVAILABLE TO THE CITY AND RICE CREEK WATERSHED DISTRICT WITHIN 24 HOURS OF REQUEST. 5. FLOWS FROM DIVERSION CHANNELS OR PIPES (TEMPORARY OR PERMANENT) SHALL BE ROUTED TO SEDIMENTATION BASINS OR APPROPRIATE ENERGY FLOWS FROM DIVERSION CHANNELS OR PIPES (TEMPORARY OR PERMANENT) SHALL BE ROUTED TO SEDIMENTATION BASINS OR APPROPRIATE ENERGY DISSIPATERS TO PREVENT TRANSPORT OF SEDIMENT TO OUTFLOW TO LATERAL CONVEYORS AND TO PREVENT EROSION AND SEDIMENTATION WHEN RUNOFF FLOWS INTO THESE CONVEYORS. 6. SITE ACCESS ROADS SHALL BE GRADED OR OTHERWISE PROTECTED WITH SILT FENCES, DIVERSION CHANNELS, OR DIKES AND PIPES TO PREVENT SEDIMENT SITE ACCESS ROADS SHALL BE GRADED OR OTHERWISE PROTECTED WITH SILT FENCES, DIVERSION CHANNELS, OR DIKES AND PIPES TO PREVENT SEDIMENT FROM EXITING THE SITE VIA THE ACCESS ROADS.  SITE-ACCESS ROADS/DRIVEWAYS SHALL BE SURFACED WITH CRUSHED ROCK WHERE THEY ADJOIN EXISTING PAVED ROADWAYS. 7. SOILS TRACKED FROM THE SITE BY MOTOR VEHICLES OR EQUIPMENT SHALL BE CLEANED DAILY FROM PAVED ROADWAY SURFACES, OR MORE FREQUENTLY SOILS TRACKED FROM THE SITE BY MOTOR VEHICLES OR EQUIPMENT SHALL BE CLEANED DAILY FROM PAVED ROADWAY SURFACES, OR MORE FREQUENTLY IF REQUESTED BY THE CITY OR RICE CREEK WATERSHED DISTRICT, THROUGHOUT THE DURATION OF CONSTRUCTION. 8. DUST CONTROL MEASURES SHALL BE PERFORMED PERIODICALLY WHEN CONDITIONS REQUIRE AND/OR AS DIRECTED BY THE CITY OR RICE CREEK DUST CONTROL MEASURES SHALL BE PERFORMED PERIODICALLY WHEN CONDITIONS REQUIRE AND/OR AS DIRECTED BY THE CITY OR RICE CREEK WATERSHED DISTRICT. 9. ALL EROSION CONTROL MEASURES SHALL BE USED AND MAINTAINED FOR THE DURATION OF SITE CONSTRUCTION.  IF CONSTRUCTION OPERATIONS OR ALL EROSION CONTROL MEASURES SHALL BE USED AND MAINTAINED FOR THE DURATION OF SITE CONSTRUCTION.  IF CONSTRUCTION OPERATIONS OR NATURAL EVENTS DAMAGE OR INTERFERE WITH THESE EROSION CONTROL MEASURES, THEY SHALL BE RESTORED TO SERVE THEIR INTENDED FUNCTION AT THE END OF EACH DAY OR AS SOON AS FIELD CONDITIONS ALLOW ACCESS. 10. ALL AREAS DISTURBED DURING CONSTRUCTION SHALL BE RESTORED AS SOON AS POSSIBLE.  ANY AREAS WHICH HAVE BEEN FINISHED GRADED OR AREAS ALL AREAS DISTURBED DURING CONSTRUCTION SHALL BE RESTORED AS SOON AS POSSIBLE.  ANY AREAS WHICH HAVE BEEN FINISHED GRADED OR AREAS THAT HAVE BEEN DISTURBED AND FOR WHICH GRADING OR SITE BUILDING CONSTRUCTION OPERATIONS ARE NOT ACTIVELY UNDERWAY SHALL BE SEEDED AND MULCHED AS SET FORTH IN THE FOLLOWING PARAGRAPHS WITHIN 7 DAYS: A. ALL SEEDED AREAS SHALL BE EITHER MULCHED AND DISC-ANCHORED OR COVERED BY FIBROUS BLANKETS TO PROTECT SEEDS AND LIMIT EROSION.  ALL SEEDED AREAS SHALL BE EITHER MULCHED AND DISC-ANCHORED OR COVERED BY FIBROUS BLANKETS TO PROTECT SEEDS AND LIMIT EROSION.  TEMPORARY STRAW MULCH SHALL BE DISC-ANCHORED AND APPLIED AT A UNIFORM RATE OF NOT LESS THAN TWO TONS PER ACRE AND NOT LESS THAN 80% COVERAGE. B. IF THE GRADED AREA IS ANTICIPATED TO BE RE-DISTURBED/DEVELOPED WITHIN SIX MONTHS, PROVIDE A TEMPORARY VEGETATIVE COVER CONSISTING IF THE GRADED AREA IS ANTICIPATED TO BE RE-DISTURBED/DEVELOPED WITHIN SIX MONTHS, PROVIDE A TEMPORARY VEGETATIVE COVER CONSISTING OF MINNESOTA DEPARTMENT OF TRANSPORTATION (MNDOT) SEED MIXTURE O (OATS), OR WW (WINTER WHEAT), AT A RATE OF 100 POUNDS PER ACRE. C. IF GRADED AREA WILL NOT BE DEVELOPED FOR A PERIOD GREATER THAN SIX MONTHS, PROVIDE A SEMI-PERMANENT VEGETATIVE COVER OF SEED IF GRADED AREA WILL NOT BE DEVELOPED FOR A PERIOD GREATER THAN SIX MONTHS, PROVIDE A SEMI-PERMANENT VEGETATIVE COVER OF SEED MIXTURE MNDOT TCC (TWO YEAR COVER) AT A RATE OF 25 POUNDS PER ACRE. D. GRADING BONDS OR THE EQUIVALENT SECURITIES SHALL BE RETAINED UNTIL TURF HAS GERMINATED AND SURVIVED A 60-DAY GROWING PERIOD. GRADING BONDS OR THE EQUIVALENT SECURITIES SHALL BE RETAINED UNTIL TURF HAS GERMINATED AND SURVIVED A 60-DAY GROWING PERIOD. E. ALL AREAS THAT WILL NOT BE MOWED OR MAINTAINED AS PART OF THE ULTIMATE DESIGN WILL BE PERMANENTLY RESTORED USING SEED MIXTURE ALL AREAS THAT WILL NOT BE MOWED OR MAINTAINED AS PART OF THE ULTIMATE DESIGN WILL BE PERMANENTLY RESTORED USING SEED MIXTURE NOT BE MOWED OR MAINTAINED AS PART OF THE ULTIMATE DESIGN WILL BE PERMANENTLY RESTORED USING SEED MIXTURE  BE MOWED OR MAINTAINED AS PART OF THE ULTIMATE DESIGN WILL BE PERMANENTLY RESTORED USING SEED MIXTURE MNDOT MI (MESIC INSLOPE) AT A RATE OF 65 POUNDS PER ACRE. F. UNLESS SPECIFIED ELSEWHERE WITHIN THE CONSTRUCTION DOCUMENTS (I.E. ARCHITECTURAL SITE PLAN), PERMANENT TURF RESTORATION SHALL UNLESS SPECIFIED ELSEWHERE WITHIN THE CONSTRUCTION DOCUMENTS (I.E. ARCHITECTURAL SITE PLAN), PERMANENT TURF RESTORATION SHALL CONSIST OF S0D. G. WHENEVER OTHER EROSION AND SEDIMENT CONTROL PRACTICES ARE INADEQUATE, TEMPORARY ON-SITE SEDIMENT BASINS THAT CONFORM TO THE WHENEVER OTHER EROSION AND SEDIMENT CONTROL PRACTICES ARE INADEQUATE, TEMPORARY ON-SITE SEDIMENT BASINS THAT CONFORM TO THE CRITERIA FOR ON-SITE DETENTION BASINS SHALL BE PROVIDED.   H. MULCH, HYDROMULCH, AND TACKIFIERS MAY NOT BE USED FOR STABILIZATION IN SWALES OR DRAINAGE DITCHES UNLESS THE LONGITUDINAL SLOPE MULCH, HYDROMULCH, AND TACKIFIERS MAY NOT BE USED FOR STABILIZATION IN SWALES OR DRAINAGE DITCHES UNLESS THE LONGITUDINAL SLOPE IS LESS THAN 2 PERCENT. I. RUNOFF SHALL BE PREVENTED FROM ENTERING ALL STORM SEWER CATCH BASINS PROVIDING THEY ARE NOT NEEDED DURING CONSTRUCTION.  RUNOFF SHALL BE PREVENTED FROM ENTERING ALL STORM SEWER CATCH BASINS PROVIDING THEY ARE NOT NEEDED DURING CONSTRUCTION.  WHERE STORM SEWER CATCH BASINS ARE NECESSARY FOR SITE DRAINAGE DURING CONSTRUCTION, SEDIMENT PROTECTION DEVICES AS DETAILED SHALL BE INSTALLED AND MAINTAINED AROUND ALL CATCH BASINS UNTIL THE TRIBUTARY AREA TO THE CATCH BASIN IS RESTORED. 11. GRADING ACTIVITIES PROPOSED TO BEGIN AFTER OCTOBER 15 WILL REQUIRE AN APPROVED PHASING SCHEDULE.  THE AREA OF LAND THAT THE CITY WILL GRADING ACTIVITIES PROPOSED TO BEGIN AFTER OCTOBER 15 WILL REQUIRE AN APPROVED PHASING SCHEDULE.  THE AREA OF LAND THAT THE CITY WILL ALLOW TO BE DISTURBED AT THIS TIME OF YEAR WILL BE SEVERELY LIMITED.  THE CITY WILL ALSO REQUIRE ADDITIONAL EROSION CONTROL DEVICES, I.E., TEMPORARY SEDIMENT BASINS, DORMANT SEEDING AND HIGH RATES OF APPLICATION OF BOTH SEED AND MULCH. 12. EROSION CONTROL FACILITIES SHALL BE INSTALLED AND MAINTAINED AROUND THE PERIMETER OF ALL WETLANDS WITHIN OR ADJACENT TO THE AREA TO BE EROSION CONTROL FACILITIES SHALL BE INSTALLED AND MAINTAINED AROUND THE PERIMETER OF ALL WETLANDS WITHIN OR ADJACENT TO THE AREA TO BE GRADED UNTIL THE TRIBUTARY AREA TO THE WETLANDS ARE RESTORED. 13. TO MINIMIZE EROSION, ALL 3:1 SLOPES SHALL BE COVERED WITH A MN/DOT 3885 CATEGORY 20 STRAW EROSION CONTROL BLANKETS OR STAKED SOD. TO MINIMIZE EROSION, ALL 3:1 SLOPES SHALL BE COVERED WITH A MN/DOT 3885 CATEGORY 20 STRAW EROSION CONTROL BLANKETS OR STAKED SOD. 14. ACCUMULATION OF ALL SEDIMENT OCCURRING IN PONDS, WETLANDS, AND DITCHES SHALL BE REMOVED PRIOR TO, DURING, AND AFTER COMPLETION OF ACCUMULATION OF ALL SEDIMENT OCCURRING IN PONDS, WETLANDS, AND DITCHES SHALL BE REMOVED PRIOR TO, DURING, AND AFTER COMPLETION OF GRADING ACTIVITIES. 15. EROSION CONTROL ITEMS AND DEVICES SHALL BE REMOVED ONLY AFTER THE AREA HAS RECEIVED FINAL STABILIZATION OR AS DIRECTED BY THE CITY EROSION CONTROL ITEMS AND DEVICES SHALL BE REMOVED ONLY AFTER THE AREA HAS RECEIVED FINAL STABILIZATION OR AS DIRECTED BY THE CITY AND/OR RICE CREEK WATERSHED DISTRICT.
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INFILTRATION BASIN(S) AND WATER QUALITY TREATMENT POND(S) ARE TO BE CONSTRUCTED AT THE END OF GRADING OPERATIONS ONCE THE TRIBUTARY AREA'S FINAL STABILIZATION HAS BEEN INSTALLED. REFER TO DETAIL 2/C201 FOR INFILTRATION BASIN(S) CROSS SECTION. CONSTRUCTION TRAFFIC IN CONSTRUCTION TRAFFIC IN INFILTRATION AREA(S) IS NOT ALLOWED AFTER AREA HAS BEEN EXCAVATED.  PRIOR TO FINAL STABILIZATION, LOOSEN SOIL WITH MECHANICAL TILLER. INFILTRATION AREA(S) ARE NOT APPROVED BORROW SITES AND ARE NOT TO BE USED FOR TEMPORARY SEDIMENT BASIN(S) ONCE BASIN(S) SUBGRADE ELEVATION HAS BEEN EXCAVATED.  CONTRACTOR SHALL ENSURE THAT BASIN(S) INFILTRATE AT A MINIMUM RATE OF 0.8-INCHES PER HOUR USING A DOUBLE RING INFILTROMETER TEST BEFORE FINAL ACCEPTANCE. DOUBLE RING INFILTROMETER TEST SHALL BE SIGNED BY A REGISTERED GEOTECHNICAL ENGINEER AND SUBMITTED TO THE CITY AND ENGINEER FOR REVIEW BEFORE FINAL APPROVAL.
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WALKWAY NOTES: 1. GRADING CONTRACTOR IS TO COORDINATE WITH PAVING GRADING CONTRACTOR IS TO COORDINATE WITH PAVING CONTRACTOR SO THAT ALL STEPS AND LANDINGS ARE SLOPED PER CODE. 2. ALL SIDEWALK LONGITUDINAL AND TRANSVERSE SLOPES ALL SIDEWALK LONGITUDINAL AND TRANSVERSE SLOPES ARE TO BE PER CODE.
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GRADING NOTES: 1. THE CONTRACTOR SHALL VISIT THE SITE, REVIEW ALL CONSTRUCTION DOCUMENTS, AND FIELD VERIFY THE THE CONTRACTOR SHALL VISIT THE SITE, REVIEW ALL CONSTRUCTION DOCUMENTS, AND FIELD VERIFY THE EXISTING CONDITIONS PRIOR TO BIDDING. NO ADDITIONAL COMPENSATION WILL BE GIVEN FOR WORK THAT COULD HAVE BEEN IDENTIFIED BY A SITE VISIT OR CONSTRUCTION DOCUMENT REVIEW. 2. THE BACKGROUND INFORMATION WAS PREPARED BY E.G. RUD & SINS, INC., (651) 361-8200. THE BACKGROUND INFORMATION WAS PREPARED BY E.G. RUD & SINS, INC., (651) 361-8200. 3. IT IS THE CONTRACTOR'S RESPONSIBILITY TO ASCERTAIN THE LOCATION OF ALL EXISTING UTILITIES. THE IT IS THE CONTRACTOR'S RESPONSIBILITY TO ASCERTAIN THE LOCATION OF ALL EXISTING UTILITIES. THE CONTRACTOR SHALL VERIFY THE LOCATION AND ELEVATION AND MARK ALL EXISTING UTILITIES 48 HOURS BEFORE CONSTRUCTION STARTS. THE ENGINEER, ARCHITECT, OR OWNER DOES NOT GUARANTEE THAT ALL THE UTILITIES ARE MAPPED, OR, IF MAPPED, ARE SHOWN CORRECTLY. CONTACT GOPHER STATE ONE CALL AT 651-454-0002 FOR FIELD LOCATING EXISTING UTILITIES. CONTACT UTILITY OWNER IF DAMAGE OCCURS DUE TO CONSTRUCTION. 4. PROTECT ALL EXISTING STRUCTURES AND UTILITIES WHICH ARE NOT SCHEDULED FOR REMOVAL. PROTECT ALL EXISTING STRUCTURES AND UTILITIES WHICH ARE NOT SCHEDULED FOR REMOVAL. 5. NOTIFY CITY BUILDING INSPECTOR BEFORE TRENCHING AND EXCAVATION WORK COMMENCES. THE NOTIFY CITY BUILDING INSPECTOR BEFORE TRENCHING AND EXCAVATION WORK COMMENCES. THE CONTRACTOR SHALL OBTAIN ALL APPLICABLE PERMITS PRIOR TO START OF CONSTRUCTION. 6. ALL SPOT ELEVATIONS SHOWN AS 10.00, FOR EXAMPLE, ARE TO BE UNDERSTOOD TO MEAN 910.00. ALL SPOT ELEVATIONS SHOWN AS 10.00, FOR EXAMPLE, ARE TO BE UNDERSTOOD TO MEAN 910.00. 7. ALL SPOT ELEVATIONS ALONG THE CURB-LINE INDICATE THE ELEVATION OF THE GUTTER UNLESS NOTED ALL SPOT ELEVATIONS ALONG THE CURB-LINE INDICATE THE ELEVATION OF THE GUTTER UNLESS NOTED OTHERWISE. 8. NO LANDSCAPED SLOPES ARE TO EXCEED 3:1 (3 FEET HORIZONTAL TO 1 FOOT VERTICAL) UNLESS NOTED NO LANDSCAPED SLOPES ARE TO EXCEED 3:1 (3 FEET HORIZONTAL TO 1 FOOT VERTICAL) UNLESS NOTED OTHERWISE. 9. ACCESSIBLE PARKING AREAS SHALL NOT HAVE SLOPES IN ANY DIRECTION THAT EXCEED 2%. ACCESSIBLE PARKING AREAS SHALL NOT HAVE SLOPES IN ANY DIRECTION THAT EXCEED 2%. 10. PROVIDE POSITIVE DRAINAGE FROM BUILDINGS AT ALL TIMES. PROVIDE POSITIVE DRAINAGE FROM BUILDINGS AT ALL TIMES. 11. UPON COMPLETION OF THE GRADING AND UTILITY WORK, THE CONTRACTOR SHALL CERTIFY THAT ALL UPON COMPLETION OF THE GRADING AND UTILITY WORK, THE CONTRACTOR SHALL CERTIFY THAT ALL GRADING AND UTILITY WORK WAS PERFORMED IN ACCORDANCE WITH THE APPROVED GRADING AND UTILITY PERMITS. 12. PRIOR TO ISSUANCE OF BUILDING PERMITS, ALL NECESSARY EROSION CONTROL DEVICES MUST BE IN PRIOR TO ISSUANCE OF BUILDING PERMITS, ALL NECESSARY EROSION CONTROL DEVICES MUST BE IN PLACE AND FUNCTIONING.  THE CITY AND RICE CREEK WATERSHED DISTRICT WILL INSPECT THE SITE TO DETERMINE ITS SUITABILITY FOR BUILDING ACTIVITIES. 13. ALL DEBRIS CREATED IN THE PROCESS OF CLEARING AND GRADING THE SITE SHALL BE REMOVED FROM ALL DEBRIS CREATED IN THE PROCESS OF CLEARING AND GRADING THE SITE SHALL BE REMOVED FROM THE SITE.  THIS INCLUDES TREES AND SHRUBS.  UNDER NO CIRCUMSTANCES SHALL THIS TYPE OF MATERIAL BE BURIED OR BURNED ON THE SITE. 14. THE CONTRACTOR MAY STRIP AND SALVAGE TOPSOIL FOR POTENTIAL RE-SPREADING ON THE SITE,  SIX THE CONTRACTOR MAY STRIP AND SALVAGE TOPSOIL FOR POTENTIAL RE-SPREADING ON THE SITE,  SIX INCHES OF TOPSOIL - AFTER COMPACTION - SHALL BE RE-SPREAD PRIOR TO SEEDING AND MULCHING.  EXCESS TOPSOIL MAY BE REMOVED FROM THE SITE PROVIDED THERE IS ADEQUATE TOPSOIL REMAINING TO PROPERLY FINISH THE SITE AS NOTED ABOVE.  THE TOPSOIL STRIPPING, STOCKPILING, AND RE-SPREADING SHALL BE DONE IN ACCORDANCE WITH, AND NOTED ON, THE APPROVED GRADING PLAN AND SPECIFICATIONS. THE CONTRACTOR SHALL REFER TO THE LANDSCAPE DRAWINGS AND SPECIFICATIONS FOR ANY SPECIAL TOPSOIL OR PLANTING REQUIREMENTS. 15. ALL GRADING OPERATIONS SHALL BE CONDUCTED IN A MANNER TO MINIMIZE THE POTENTIAL FOR SITE ALL GRADING OPERATIONS SHALL BE CONDUCTED IN A MANNER TO MINIMIZE THE POTENTIAL FOR SITE EROSION.  EROSION CONTROL MEASURES SHALL BE INSTALLED TO PREVENT SEDIMENT FROM RUNNING OFF ONTO ADJACENT PROPERTIES.  ANY DAMAGE TO ADJACENT PROPERTIES MUST BE CORRECTED AND RESTORED AS SOON AS PERMISSION IS GRANTED FROM THE ADJACENT PROPERTY OWNER(S). 16. IF CONSTRUCTION OF THE SITE WORK PROCEEDS THROUGH THE WINTER MONTHS, ANY DISTURBED AREAS IF CONSTRUCTION OF THE SITE WORK PROCEEDS THROUGH THE WINTER MONTHS, ANY DISTURBED AREAS OUTSIDE THE BUILDING FOOTPRINTS ARE TO BE MINIMALLY STABILIZED PRIOR TO MARCH 1 AS FOLLOWS:  AREAS PLANNED TO RECEIVE PAVEMENTS ARE TO HAVE CLASS 5 BASE INSTALLED; ALL OTHER DISTURBED AREAS ARE TO BE SEEDED, STRAW MULCH PLACED, AND DISC-ANCHORED. 17. WINTER MULCHING: WINTER MULCHING: 17.A. SNOW MULCHING SHALL BE DEFINED AS MULCH MATERIAL SPREAD OVER THE TOP OF SNOW SO THAT SNOW MULCHING SHALL BE DEFINED AS MULCH MATERIAL SPREAD OVER THE TOP OF SNOW SO THAT THE MULCH MELTS THROUGH THE SNOW AND STICKS TO THE EXPOSED SOILS. 18. FROZEN GROUND MULCHING SHALL BE DEFINED AS MULCH MATERIAL SPREAD OVER FROZEN GROUND. FROZEN GROUND MULCHING SHALL BE DEFINED AS MULCH MATERIAL SPREAD OVER FROZEN GROUND. MULCH MATERIALS THAT DO NOT REQUIRE DISC-ANCHORING INTO THE SOIL MAY BE PLACED WITHOUT MODIFICATION. MULCH MATERIALS THAT REQUIRE DISC-ANCHORING MAY BE ANCHORED WITH HYDRAULIC SOIL STABILIZERS OR MAY BE FROZEN TO THE SOIL BY APPLYING WATER AT A RATE OF 2000 19. THE CONTRACTOR SHALL LIMIT THE DISTURBED AREA AS MUCH AS POSSIBLE.THE CONTRACTOR SHALL LIMIT THE DISTURBED AREA AS MUCH AS POSSIBLE.
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AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
BERMED ROCK CONSTRUCTION ENTRANCE

AutoCAD SHX Text
C400

AutoCAD SHX Text
1

AutoCAD SHX Text
NOTE: 1. MINIMUM LENGTH OF 50 FEET AND WIDTH OF 12 FEET. MINIMUM LENGTH OF 50 FEET AND WIDTH OF 12 FEET. 2. FOLLOW ALL CITY, WATERSHED DISTRICT AND MPCA STANDARDS. FOLLOW ALL CITY, WATERSHED DISTRICT AND MPCA STANDARDS. 3. CLEAN STREETS ON A DAILY BASIS OR MORE FREQUENTLY IF CLEAN STREETS ON A DAILY BASIS OR MORE FREQUENTLY IF REQUESTED BY CITY, WATERSHED DISTRICT OR MPCA.

AutoCAD SHX Text
MINIMUM TWO (2) FOOT HIGH ROCK BERM CONSISTING OF 1.5 INCH TO 3 INCH DIAMETER WASHED ROCK.

AutoCAD SHX Text
EXISTING BITUMINOUS.

AutoCAD SHX Text
4:1 SLOPE.

AutoCAD SHX Text
12 INCH MINIMUM OF 1.5 INCH TO 3 INCH DIAMETER WASHED ROCK.

AutoCAD SHX Text
GEOTEXTILE FABRIC.

AutoCAD SHX Text
4:1 SLOPE.

AutoCAD SHX Text
50' MINIMUM

AutoCAD SHX Text
16'

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
SILTATION FENCE

AutoCAD SHX Text
C400

AutoCAD SHX Text
2

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
POSTS 6' ON CENTER POSTS SHALL BE 2" x 2"  HARDWOOD, PINE OR STANDARD STEEL FENCE POSTS. POSTS SHALL BE DRIVEN A MINIMUM OF 18" INTO THE GROUND.

AutoCAD SHX Text
PLACE BOTTOM EDGE OF FENCE INTO 6" DEEP TRENCH AND BACKFILL IMMEDIATELY.

AutoCAD SHX Text
NOTE: SILT FENCE MATERIALS AND  INSTALLATION SHALL CONFORM TO THE REQUIREMENTS OF MN/DOT 3886.2

AutoCAD SHX Text
GEOTEXTILE FABRIC

AutoCAD SHX Text
GEOTEXTILE FABRIC.

AutoCAD SHX Text
6"

AutoCAD SHX Text
24"

AutoCAD SHX Text
6"

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
BIO ROLL

AutoCAD SHX Text
C400

AutoCAD SHX Text
3

AutoCAD SHX Text
NOTE: POINT 1 MUST BE A MINIMUM OF 6" HIGHER THAN POINT 2 TO ENSURE THAT WATER FLOWS OVER THE DIKE AND NOT AROUND THE ENDS.

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
POINT 2. 

AutoCAD SHX Text
8" BIOROLL PER MNDOT 3897 STRAW LOG. . 

AutoCAD SHX Text
POINT 1. 

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
CONCRETE PAVEMENT

AutoCAD SHX Text
C400

AutoCAD SHX Text
7

AutoCAD SHX Text
NOTE: 1: JOINT SPACING SHALL NOT EXCEED 24 TO JOINT SPACING SHALL NOT EXCEED 24 TO 30 TIMES THE PAVEMENT THICKNESS WITH A MAXIMUM OF 15 FEET. 

AutoCAD SHX Text
TOOLED OR SAW CUT CONTROL JOINT SAW CUT CONTROL JOINT MINIMUM T/4" DEEP. SAWCUT JOINT WITHIN 12 HOURS OF POUR.

AutoCAD SHX Text
BROOM FINISH.

AutoCAD SHX Text
6" CONCRETE PAVEMENT PER SPECIFICATIONS.

AutoCAD SHX Text
5" CLASS 5 AGGREGATE BASE PER MN/DOT SPECIFICATION 3138, COMPACTED TO AT LEAST 100% STANDARD PROCTOR DENSITY.

AutoCAD SHX Text
COMPACTED SUBGRADE REFER TO SPECIFICATIONS.

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
SIGN AND POST

AutoCAD SHX Text
C400

AutoCAD SHX Text
9

AutoCAD SHX Text
3'-6"

AutoCAD SHX Text
5'-0"

AutoCAD SHX Text
3/8" STEEL PLATE AT TOP, SLOPE DOWN, WELD ALL SIDES.

AutoCAD SHX Text
METAL SIGN, FOLLOW MUTCD STANDARDS AND SPECIFICATIONS.

AutoCAD SHX Text
FINISHED GRADE.

AutoCAD SHX Text
16 GA. 2-3/8 INCH OD GALVANIZED STEEL SIGN POST AIR HAMMERED INTO GROUND.

AutoCAD SHX Text
PERVIOUS SURFACE POST WITH SIGN

AutoCAD SHX Text
18" MIN

AutoCAD SHX Text
12" MIN

AutoCAD SHX Text
VEHICLE ID REQUIRED

AutoCAD SHX Text
PARKING

AutoCAD SHX Text
UP TO $200 FINE FOR VIOLATION

AutoCAD SHX Text
VAN ACCESSIBLE

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
HEAVY-DUTY BITUMINOUS PAVEMENT

AutoCAD SHX Text
C400

AutoCAD SHX Text
4

AutoCAD SHX Text
2"

AutoCAD SHX Text
3"

AutoCAD SHX Text
TACK COAT PER MN/DOT 2357

AutoCAD SHX Text
SCARIFY AND RECOMPACT SUBGRADE TO AT LEAST 100% STANDARD PROCTOR DENSITY-PROOF ROLL PER MN/DOT 2111

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
LIGHT-DUTY BITUMINOUS PAVEMENT

AutoCAD SHX Text
C400

AutoCAD SHX Text
5

AutoCAD SHX Text
2"

AutoCAD SHX Text
2"

AutoCAD SHX Text
TACK COAT PER MN/DOT 2357

AutoCAD SHX Text
SCARIFY AND RECOMPACT SUBGRADE TO AT LEAST 100% STANDARD PROCTOR DENSITY-PROOF ROLL PER MN/DOT 2111

AutoCAD SHX Text
12" MIN

AutoCAD SHX Text
18" MIN

AutoCAD SHX Text
REFER TO MnMUTCD SIGN R7-1 FOR SIGN DETAILS

AutoCAD SHX Text
NO PARKING ANY  TIME

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
CONCRETE SIDEWALK (TYP.)

AutoCAD SHX Text
C400
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8

AutoCAD SHX Text
1/2" EXPANSION JOINT W/ FULL DEPTH JOINT FILLER. 60' O.C.

AutoCAD SHX Text
NOTE: 1: JOINT SPACING SHALL BE A MAXIMUM OF 6-FEET ON CENTER.  JOINT SPACING SHALL BE A MAXIMUM OF 6-FEET ON CENTER.  

AutoCAD SHX Text
TOOLED CONTROL JOINT MINIMUM T/4" DEEP AND 1/4" RADII

AutoCAD SHX Text
4" CONCRETE WALK.

AutoCAD SHX Text
6" CLASS 5 AGGREGATE, PER MN/DOT 3138 COMPACTED TO AT LEAST 100% STANDARD PROCTOR DENSITY.

AutoCAD SHX Text
COMPACTED SUBGRADE. REFER TO SPECIFICATIONS.

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
CONCRETE STAIR AND RAILING

AutoCAD SHX Text
C400

AutoCAD SHX Text
10

AutoCAD SHX Text
UNDISTURBED SUBGRADE. IF DISTURBED SCARIFY AND RECOMPACT SUBGRADE TO AT LEAST 100% STANDARD PROCTOR DENSITY-PROOF ROLL PER MN/DOT 2111

AutoCAD SHX Text
ANGLE TO  MATCH STAIRS

AutoCAD SHX Text
12" TREAD T

AutoCAD SHX Text
1 " O.D. HDG HANDRAIL.12" O.D. HDG HANDRAIL.

AutoCAD SHX Text
NOTE: SEE 1/C2.0 FOR ELEVATION AT TOP OF TOP STEP AND ELEVATION AT TOP OF APPROACH LANDING.

AutoCAD SHX Text
18"

AutoCAD SHX Text
SLOPE 1%

AutoCAD SHX Text
POSTS SHALL BE 4-FEET O.C. MAX.

AutoCAD SHX Text
NOTES: 1. ALL REBAR TO BE COVERED BY 2" ALL REBAR TO BE COVERED BY 2" CONCRETE. 2. ALL REBAR TO BE EPOXY COATED. ALL REBAR TO BE EPOXY COATED. 3. CONCRETE SURFACING TO BE MEDIUM CONCRETE SURFACING TO BE MEDIUM BROOM FINISH PERPENDICULAR TO PEDESTRIAN CIRCULATION. 4. HANDRAIL AND POSTS TO BE 1-1/2" O.D. HANDRAIL AND POSTS TO BE 1-1/2" O.D. SCHEDULE 40 HOT DIPPED GALVANIZED STEEL PIPE. 5. SUBMIT SHOP DRAWING FOR HANDRAILS. SUBMIT SHOP DRAWING FOR HANDRAILS. 6. ALL WELDS SHALL BE CONTINUOUS AND ALL WELDS SHALL BE CONTINUOUS AND GROUND SMOOTH. 7. PAINT HANDRAIL WITH ONE COAT OF PRIMER PAINT HANDRAIL WITH ONE COAT OF PRIMER AND TWO FINISH COATS-BLACK IN COLOR. PAINT THICKNESS SHALL BE 6 MILS. 8. SET RAILING POSTS 6" FROM OUTSIDE EDGE SET RAILING POSTS 6" FROM OUTSIDE EDGE OF STAIRS-BOTH SIDES. 9. 36" RAILING HEIGHT SHALL BE TAKEN FROM 36" RAILING HEIGHT SHALL BE TAKEN FROM STAIR NOSING TO TOP OF RAILING. 10. LANDINGS SHALL ALSO HAVE RAILINGS. LANDINGS SHALL ALSO HAVE RAILINGS. 11. REFER TO GRADING PLAN FOR NUMBER OF REFER TO GRADING PLAN FOR NUMBER OF STAIRS AND HEIGHT. 12. MINIMUM CLEAR WIDTH BETWEEN RAILS OF MINIMUM CLEAR WIDTH BETWEEN RAILS OF 36".

AutoCAD SHX Text
8"

AutoCAD SHX Text
12" MIN

AutoCAD SHX Text
12"

AutoCAD SHX Text
4" MIN

AutoCAD SHX Text
8"

AutoCAD SHX Text
36"

AutoCAD SHX Text
RISER 7" MAX 4" MIN

AutoCAD SHX Text
T

AutoCAD SHX Text
8"

AutoCAD SHX Text
#4@12"OC EACH WAY, BOTTOM

AutoCAD SHX Text
#4x3'-0" @18"OC EQUAL LEGS

AutoCAD SHX Text
1  " GALVANIZED 12" GALVANIZED STEEL FLANGE (GLOBAL INDUSTRIAL OR APPROVED EQUAL)

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
GRAVEL PARKING SECTION

AutoCAD SHX Text
C400

AutoCAD SHX Text
6

AutoCAD SHX Text
COMPACTED SUBGRADE. REFER TO SPECIFICATIONS.

AutoCAD SHX Text
10"

AutoCAD SHX Text
CLASS 5 AGGREGATE BASE WITH 10-15% PASSING THE 200 SIEVE, TREATED WITH A 38-40% CALCIUM CHLORIDE SOLUTION AT 0.27-0.30 GALLONS PER SQUARE YARD. BLADE MIXED, SHAPED TO DRAIN, AND ROLLER COMPACTED. INSTALLATION SHALL BE COMPLETED IN THE LATE SPRING OR EARLY SUMMER WITH A SECOND TOP DRESSING APPLICATION IN THE LATE SUMMER. OR EARLY FALL. 

AutoCAD SHX Text
2"

AutoCAD SHX Text
CLASS 5 AGGREGATE.

AutoCAD SHX Text
GEOTEXTILE SEPERATION FABRIC PER SPECIFICATION.
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POLLUTION PREVENTION  MANAGEMENT MEASURES SOLID WASTE DISPOSED PROPERLY; COMPLY WITH MPCA REQUIREMENTS. HAZARDOUS WASTE STORED (SECONDARY CONTAINMENT, RESTRICTED ACCESS) AND DISPOSED IN COMPLIANCE WITH MPCA REQUIREMENTS. NO EXTERNAL WASHING OF TRUCKS AND OTHER CONSTRUCTION ALLOWED ON-SITE. CONCRETE WASHOUT ON-SITE: ALL LIQUID AND SOLID WASTES GENERATED BY CONCRETE WASHOUT OPERATIONS MUST BE CONTAINED IN A LEAK-PROOF CONTAINMENT FACILITY OR IMPERMEABLE LINER. A COMPACTED CLAY LINER THAT DOES NOT ALLOW LIQUIDS TO ENTER GROUND WATER IS CONSIDERED AN IMPERMEABLE LINER. THE LIQUID AND SOLID WASTES MUST NOT CONTACT THE GROUND, AND THERE MUST NOT BE RUNOFF FROM THE CONCRETE WASHOUT OPERATIONS OR AREAS. LIQUID AND SOLID WASTES MUST BE DISPOSED OF PROPERLY AND IN COMPLIANCE WITH MPCA REGULATIONS. A SIGN MUST BE INSTALLED ADJACENT TO EACH WASHOUT FACILITY TO INFORM CONCRETE EQUIPMENT OPERATORS TO UTILIZE THE PROPER FACILITIES. THE CONCRETE WASHOUT AREA INDICATED ON THE PLANS IS SHOWN IN AN APPROXIMATE LOCATION. PRIOR TO THE START OF CONSTRUCTION, THE CONTRACTOR SHALL DETERMINE THE EXACT LOCATION IN ACCORDANCE WITH MPCA REQUIREMENTS. STORAGE HANDLING AND DISPOSAL OF CONSTRUCTION PRODUCTS, MATERIALS, AND WASTES: BUILDING PRODUCTS THAT HAVE THE POTENTIAL TO LEACH POLLUTANTS MUST BE UNDER COVER. PESTICIDES, HERBICIDES, INSECTICIDES, FERTILIZERS, TREATMENT CHEMICALS, AND LANDSCAPE MATERIALS MUST BE UNDER COVER. HAZARDOUS MATERIALS, TOXIC WASTE (INCLUDING OIL, DIESEL FUEL, GASOLINE, HYDRAULIC FLUIDS, PAINT SOLVENTS, PETROLEUM-BASED PRODUCTS, WOOD PRESERVATIVES, ADDITIVES, CURING COMPOUNDS, AND ACIDS MUST BE PROPERLY STORED IN SEALED CONTAINERS TO PREVENT SPILLS, LEAKS, OR OTHER DISCHARGES.  
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FINAL STABILIZATION STABILIZATION BY UNIFORM PERENNIAL VEGETATIVE COVER (70% DENSITY) DRAINAGE DITCHES STABILIZED. ALL TEMPORARY SYNTHETIC AND STRUCTURAL BMP'S REMOVED. CLEAN OUT SEDIMENT FROM CONVEYANCES AND SEDIMENTATION BASINS (RETURN TO DESIGN CAPACITY).

AutoCAD SHX Text
NOTE: THE CONTRACTOR MUST COMPLETE, SIGN, OBTAIN OWNERS SIGNATURE, PAY FEE, AND SEND IN THE NPDES PERMIT APPLICATION. CONTRACTOR SHALL PROVIDE A CERTIFIED EROSION CONTROL SUPERVISOR.  SWPPP DOCUMENTATION, INCLUDING INSPECTION REPORTS SHALL BE RETAINED FOR A PERIOD OF THREE (3) YEARS. DESIGN CALCULATIONS ARE ON FILE AT BKBM. THE OWNER AND CONTRACTOR ARE RESPONSIBLE FOR IMPLEMENTATION OF THE SWPPP AND INSTALLATION, INSPECTION, AND MAINTENANCE OF THE EROSION PREVENTION AND SEDIMENT CONTROL BMPS, BEFORE, DURING, AND AFTER CONSTRUCTION UNTIL THE NOTICE OF TERMINATION HAS BEEN FILED.  
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AutoCAD SHX Text
PROJECT NARRATIVE EXISTING SITE DESCRIPTION -- THE EXISTING SITE IS APPROXIMATELY 6.1 ACRES IN SIZE AND CONSISTS OF AN EXISTING SINGLE FAMILY HOME, STORAGE SHED, CONCRETE AND BITUMINOUS DRIVEWAYS, GRASS AREAS, AND WOODED AREAS. STORMWATER RUNOFF FROM THE SITE GENERALLY DRAINS TO THE EAST AND WEST ENDS OF THE SITE, WHERE THERE IS AN EXISTING WETLAND AT EACH RESPECTIVE LOCATION. A PORTION OF THE CENTER OF THE SITE IS COLLECTED IN AN EXISTING DEPRESSION/BASIN.  PROPOSED SITE DESCRIPTION -- THE PROPOSED WORK IS ANTICIPATED TO CONSIST OF NEW BITUMINOUS PARKING LOTS, CONCRETE SIDEWALKS, AND GRAVEL PARKING AREA.  THE EXISTING BUILDINGS ARE EXPECTED TO REMAIN. THE PROPOSED WORK IS ANTICIPATED TO CREATE APPROXIMATELY 3 ACRES OF NEW IMPERVIOUS AREA. EXISTING DRAINAGE PATTERNS WILL GENERALLY BE MAINTAINED. HOWEVER, RUNOFF FROM THE IMPERVIOUS AREAS, BOTH NEW AND EXISTING, IS DESIGNED TO ENTER ONE OF TWO PROPOSED INFILTRATION BASINS PRIOR TO ENTERING THE EXISTING WETLANDS.   

AutoCAD SHX Text
INSPECTIONS EXPOSED SOIL AREAS:  ONCE EVERY 7 DAYS AND WITHIN 24 HOURS FOLLOWING A 1/2 INCH OVER 24 HOURS RAIN EVENT. STABILIZED AREAS:  ONCE EVERY 30 DAYS. FROZEN GROUND:  AS SOON AS RUNOFF OCCURS OR PRIOR TO RESUMING CONSTRUCTION. RECORDS:  A COPY OF THE GRADING, DRAINAGE EROSION CONTROL PLAN AND WATERSHED DATA & SWPPP PLANS AS WELL AS THE INSPECTIONS/MAINTENANCE LOGS ARE TO BE KEPT EITHER IN THE FIELD OFFICE, INSPECTOR'S VEHICLE, OR CONTRACTOR'S VEHICLE.
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AGENCY CONTACTS CITY OF COLUMBUS  ENGINEERING DEPARTMENT PHONE:  (651) 464-3120 MINNESOTA POLLUTION CONTROL AGENCY PHONE: (651) 296-6300 RICE CREEK WATERSHED DISTRICT PHONE: (763) 398-3070 OWNER URBAN COMPANIES 13960 LAKE DRIVE NE COLUMBUS, MN 55025 PHONE: (XXX) XXX-XXXX
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SEDIMENT AND EROSION CONTROL MAINTENANCE PERIMETER SEDIMENT CONTROL PRACTICES:  WHEN SEDIMENT REACHES 1/3 THE HEIGHT OF THE BMP, THE SEDIMENT MUST BE REMOVED WITHIN 24 HOURS.  IF PERIMETER SEDIMENT CONTROL HAS BEEN DAMAGED OR IS NOT FUNCTIONING PROPERLY, IT MUST BE REPAIRED AND/OR REPLACED WITHIN 24 HOURS. PERIMETER BMP MEASURES MAY INCLUDE SILT FENCING. CONSTRUCTION SITE VEHICLE EXIT LOCATIONS:  ALL TRACKED SEDIMENT ONTO PAVED SURFACES MUST BE REMOVED WITHIN 24 HOURS OF DISCOVERY OR MORE FREQUENTLY IF REQUIRED BY CITY OR WATERSHED. CONSTRUCTION SITE DEWATERING:  THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING ALL DEWATERING PERMITS. DISCHARGE FROM ALL DEWATERING OPERATIONS SHALL BE DIRECTED TO ON-SITE DEPRESSIONS. NO DISCHARGE FROM DEWATERING OPERATIONS SHALL BE DIRECTED OFF-SITE TOWARDS A WATER OF THE STATE.

AutoCAD SHX Text
NOTE: THE STORM WATER POLLUTION PREVENTION PLAN FOR THIS PROJECT INCLUDES THE CIVIL ENGINEERING PLANS AND THE PROJECT MANUAL. CONTRACTOR SHALL SUPPLY CONSTRUCTION PHASING NARRATIVE, ESTIMATED PRELIMINARY QUANTITIES OF ALL EROSION PREVENTION AND SEDIMENT CONTROL BMP'S ANTICIPATED AT THE START OF THE PROJECT AND FOR THE LIFE OF THE PROJECT, AND LOCATION OF AREAS WHERE CONSTRUCTION WILL BE PHASED TO MINIMIZE DURATION OF EXPOSED SOIL AREAS.  CONTRACTOR IS TO REVIEW MINNESOTA POLLUTION CONTROL AGENCY'S INSTRUCTIONS FOR THE APPLICATION FOR MINNESOTA'S NPDES/SDS GENERAL STORMWATER PERMIT FOR CONSTRUCTION ACTIVITY PRIOR TO SUBMITTING APPLICATION.
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TEMPORARY SEDIMENT BASINS: TEMPORARY SEDIMENT BASINS SHALL BE PROVIDED PER APPENDIX A, SECTION C.1.B OF THE MPCA GENERAL STORMWATER PERMIT.  ENGINEER ANTICIPATES THAT, PRIOR TO EXCAVATION PRIOR TO EXCAVATION FOR INFILTRATION BASINS, CONTRACTOR WILL USE , CONTRACTOR WILL USE PROPOSED INFILTRATION BASIN AREAS AS TEMPORARY SEDIMENT BASINS. CONTRACTOR SHALL EXCAVATE TEMPORARY BASINS PRIOR TO USE. SURFACE WATER SHALL BE REMOVED BY SKIMMER DEVICE SUCH AS FAIRCLOTH SKIMMER OR THIRSTY DUCK, OR USING A PUMP WITH A FILTER. ALTERNATIVE TEMPORARY SEDIMENT BASINS SHALL BE APPROVED BY ENGINEER PRIOR TO USE.  
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NOTE: QUANTITIES SHOWN ARE THE MINIMUM REQUIRED, ADDITIONAL QUANTITIES MAY BE NEEDED IF REQUIRED BY THE MPCA, WATERSHED DISTRICT, OR CITY. CONTRACTOR IS RESPONSIBLE FOR FINAL DETERMINATION OF QUANTITIES PRIOR TO CONSTRUCTION.   
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SPECIAL AND IMPAIRED WATERS  THESE SPECIAL AND IMPAIRED WATERS ARE LOCATED WITHIN ONE MILE (AERIAL RADIUS) OF THE PROJECT LIMITS AND RECEIVE RUNOFF FROM THE PROJECT SITE.  DUE TO THE PROXIMITY OF THESE SPECIAL AND IMPAIRED WATERS,  THE BMPS DESCRIBED IN SECTION 23 OF THE NPDES PERMIT WILL APPLY TO ALL AREAS OF THE SITE. 
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SWPPP IMPLEMENTATION, INSTALLATION, INSPECTION, AND BMP MAINTENANCE SHALL BE PERFORMED BY THE CONTRACTOR. NAME: ____________________ CERTIFICATION #:_____________ DATE: ____________________ 
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NOTE: AN AS-BUILT SURVEY OF ALL INFILTRATION BASINS SHALL BE SUBMITTED TO RICE CREEK WATERSHED DISTRICT PRIOR TO PROJECT CLOSEOUT. THE AS-BUILT SURVEY SHALL INCLUDE THE INFILTRATION BASIN LAYOUTS FOR VERIFICATION THAT THE SYSTEM WAS INSTALLED PROPERLY. 
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NOTE: EXISTING WETLANDS ARE TO HAVE A MINIMUM BUFFER WIDTH OF 16.5-FEET.  CONTRACTOR SHALL INSTALL TWO ROWS OF SILT FENCE AROUND WETLANDS PRIOR TO THE START OF CONSTRUCTION.
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